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LIQUID-VAPOI FLOU REGIME TRANSITIONS FOR USE IN DESIGN OF HEAT
TRANSFER LOOPS IN SPACECRAFT

| AN |
IMVESTIGATION OF TWO PHASE bwa IN ZERO GRAVITY CONDITIONS
EXECUTIVE SUMMARY

There is presently a fair understanding of flow regime
behavior on earth (i.e., .in a one~G gravity field), However, the
Phase I work at low flow velocities just completed has shown:

a) The various existing models do not predict the same flow
regime behavior at zero or minimal gravity for Freon-11, a common
coolant.

b)° The four ‘models ‘analyzed, Horizontal Dukler-Taitel,
Vertical Dukler-Taitel, Vertical Weisman, and Horizontal Weisman,
do not agree with the lab data collected., Regimes are predicted
which do not appear to occur. Some of the observed regimes are
not predicted at all.

e) Current flow regime models do not extrapolate well and
are not valid in zero gravity conditions, Such flow regime maps
apparently cannot be used for conditions far from their range of
experimental verification, This was already concluded from our
preliminary work.

The behavior of viscous (or low velocity) two-phase vapor-
liquid flow under zero gravity was simulated in the laboratory
with two immiscible fluids of equal density flowing together in a
0.025m (1") diameter pipe. Computer modeling was performed
by extrapolating four current flow regime prediction schemes to
almost zero gravity. The different model predictions were
compared with each other by using the properties of Freon-11,
These same four flow regime models were also tested against our
own lab data. Based on the data, an analytical basis for the
prediction of vapor-liquid flow regimes in zero gravity was
initiated. :

The chosen experimental fluids were water and polypropylene
glycol (PPG) which has a molecular weight of about 2000.° The
results of the experiments showed that flow regimes such as
inverse annular flow (i.e., the high viscosity fluid - the
"liquid" - flowed in the core of the pipe, while the low
viscosity fluid - the "vapor" - flowed at the pipe perimeter) was
observed under a numbeir of conditions., Furthermore, it was found
that flow regime behavior in zero gravity is very sensitive to
entrance conditions, This result was expected, since for
horizontal flow, the gravity force 1s perpendicular to the flow
direetion and tends to stratify the flow. Thus, gravity
minimizes the observed differences between varying entrance
effects,
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However, when gravity is eliminated, entrance geometries andg
effects become much more pronounced,

Additional findings of significance requiring verification
for usefulness in spacecraft heat exchanger designs include:

(1) Flow regimes only occassionally observed on earth
(i.e., inverse annular, inverse slug, and inverse churn) are
likely to occur frequently in zero gravity, These regimes have
not been previously studied very well. However, they have
occurred in our zero gravity simulations of two-phase flow and

need further study.

(2) Analytical work for zero gravity vapor-liquid flow
regime prediction can be of use,. Preliminary work has been
conducted and reported herein. We suggest the use of three
dimensionless groups, which include all the relevant parameters
in zero gravity vapor-liquid flow, would be adequate.

In order to improve our understanding of zero-gravity two-
phase flow the following work will be necessary in Phase 2

activity:
a) varying entrance geometries and/or conditions (to more
closely simulate real equipment).
b) varying the viscosities of the fluids used.

c) varying the surface tensions of the fluids used.

d) study of entrainment and de-entrainment phenomena, in
combination with =zero gravity simulation ,to
accurately predict the point at which inverse annular
flow occurs in a zero gravity vapor-liquid flow.
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OVERVIEW OF FINDINGS

SIGNIFICANCE OF PHASE I WORK FOR IMPROVING HEAT TRANSFER IN
SPACECRAFT

It is important to reduce both the weight and pumping power
requirements of spacecraft heat transfer systems, A major
advantage in weight and power reduction would be accomplished by
the design of heat transfer equipment utilizing phase change
(liquid to vapor and back to liquid) of such fluids as freon or
ammonia. However, before such equipment can be designed reliably
or optimally, a knowledge of pressure drop and heat transfer of
such vapor-liquid systems is necessary, Refore pressure drop or
heat transfer can be predicted confidently, a knowledge of flow
regime behavior in zero gravity is mandatory.

The present results give insights into the prediction of
flow regime behavior in zero gravity. First, the experiments
performed suggest that certain flow regimes will readily occur in
zero gravity which have not been often observed on earth. One
such flow regime is "Inverse Annular Flow" < liquid flows in the
core of the pipe and vapor flows around the perimeter. When
this behavior occurs in a heat transfer loop, boiling heat
transfer is nindered., However, this flow regime would probably
enhance condensation., The experiments also suggest that with
proper choice of entrance conditions a designer can probably
eliminate undesirable flow regimes and create desirable flow
regimes to enhance heat transfer, These results are significanc
because they offer the beginnings of guidance in designing
effective heat transfer systems for spacecraft.

Second, both the experiments and computer modeling work show
that four present widely accepted flow regime models cannot be
extrapolated to zero or even minimal gravity. None of the four
models came even close to matching lab results. Repgimes were
predicted which did not ocecur or which occurred at significantly
different flow rates. Other flow regimes occurred which were not
predicted. All four flow regime models contradicted each other
at minimal gravity and were only in fair agreement at normal
gravity, None tolerated an input condition of zero gravity,
Some seemed to contradict even themselves at minimal gravity,
That is, their own flow regime boundaries over-lapped in ways
that make it hard to know which flow regime was being predicted,
These results are all significant because they show that present
models are inapplicable at zero gravity and cannot give any
useful detail to designers of spacecraft heat transfer systems.

By exploring these flow regime models we found that two of
the existing semi-analytical models are based on physical
behavior which does not occur in zero gravity (e.g., stratified
flow, bubble rise velocity). Two other flow regime models appear
to be simply curve fits with exponents and coefficients adjusted
to ecorrelate to some set of data, Thus, the apparent




inadequacies of these models is not surprising. The significance
of this result is that simple modification of the existing models
is not sufficient to predict flow regime behavior (and therefore
heat transfer coefficients and pressure drops) in zero gravity
conditions,

Analytical work started during the Phase I effort has also
shown that three dimensionless quantities should be sufficient to
describe flow regimes in zero gravity. Furthermore, the analysis
and experiments point to de-entrainment mechanisms as a key to
predicting inverse annular flow. Beyond this, some preliminary
analysis based on physical behavior in zero gravity and upon
simple, generally valid correlations shows some promise of
predicting flow regime behavior at zero gravity. These results
will help to create effective engineering tools for reliable and
optimized vapor-liquid, zero gravity heat transfer designs.




I. BACKGROUND AND OUTLINE OF PHASE I WORK ORIGINALLY PROPOSED WORK

There have been previous studies aimed at zero gravity flow
regime behavior (1,2,4,5,6,7]1. Some have been performed in drop
towers. These experiments give a few seconds of zero gravity
experimental run time, They are usually limited to studies of
bubble growth during boiling. Other studies have been performed
in parabolic looping aircraft, These studies yield 20-40 seconds
of zero gravity per experimental run., They are valuable but very
costly studies of condensation and boiling at zero gravity.
Analytical studies of zero gravity btehavior have also bteen
performed. These studies may give useful insights to flow regime
behavior in zero gravity. However, without a close tie-in to
experimental work, two phase flow analysis can become speculative
on the one hand or may totally miss important physical phenomena
on the other hand,.

To overcome the limitations of each of the above types of
studies, the overall objectives of this project, as originally
proposed, consisted of three parts:

1) Perform flow visualization experiments with water and an
immiscible fluid of equal density. The purpose of these
experiments was to explcre what flow regimes exist under zero

. gravity conditions, especially at low f{low velccitlies. TtThe

N hypothesis is that at high speed flows, the flow regimes already
observed on earth are very close to what will be observed in the
absence of gravity, because for high speed flows, gravity is only
a secondary effect (momentum, drag, etc. being primary effects).
In fact, there 1is some support for this hypothesis in the
literature of Sky Lab experiments [1]. However at low
veloecities, vapor-liquid flow regime behavior in zero gravity
does not mateh behavior observed on earth, This was also found
in the Sky Lab work. Therefore, liquid-liquid experiments with
low speed flows, where inertial effects are less important, were
proposed as a good simulation of zero gravity flow regime
behavior,

2) Computerize several flow regime maps from the literature
(original proposal was for a minimum of two flow regime maps) and
compare thelr predictions at zero gravity., A4lso, to check how
well these same flow regime models predicted the experimental
results from above. If the mathematics of the maps did not
permit gravity to be equated to zero, then a parametric study of
predicted flow regimes was to be performed as the gravity term
approached zero,

3) Begin new analysis for the prediction of zero gravity
flow regime behavior, This analysis was to be Dpased on Lhe lab
results and the evaluation of the numerical modeling done with
the flow regime maps mentioned above.
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As aresult of our Phase I effort we were able to accomplish
all three of the above goals. In fact, we have evaluated four
flow regime models, In addition, we have demonstrated
successfully that video taping of some of the flow visualization
experiments is useful for the data analysis. Through video tape
ra2view, experiments can be observed repetitively, analyzed more
affectively and shared usefully with other researchers.

ITI. EXPERIMENTAL WORK

Fluids Used

Experiments were done with polypropylene glycol (PPG) which
has a molecular weight of 2000 and water to simulate liquid-vapor
flow in zero gravity. The PPG has a specifiec gravity of 1.0065.
Therefore, buoyancy effects were virtually eliminated. Because
of its high viscosity, (280 times that of water at room
temperature), the PPG had been designated as the "liquid", Water
had been designated as the "vapor" in these simulation
experiments., The surface tension between these two liquids was
approximately 62 dyne/cm according to the formula in Appendix A
for caloulating surface tension between any two liquids. The
viscosity ratio and the surface tznsion between the two liquids
were reasonabiy close to those of a liquid and vapor.

Experimental Apparatus And Procedure

The experiments were performed in a 20 f. long horizontal
section of 1" ID glass tubing. Figure 1 s:ows the overall
experimerital arrangement, The entrance mixing section was varied
during the course of the experiments in an attempt to eliminate
or better understand the effuct of entrance conditions, Figure 2
shows the four entrance geometries actually used, The flows of
water and FPG were controlled by hand valves, The flow rates of
each liquid were measured by rotameters., Both the water and the
°PG were stored in holding tanks and pumped separately to the
entrance section, Eefore running .uny experiment, the
temperatures of both liquids were equalized. This procedure
ensured that fluid properties would remain constant as they
flowed through the visualization section. After flowing together
through the 20 ft. flow visualization section, the two fluids
were discharged into a separaticn tank,

The small density difference (1/2%) was usually enough to
separate the two fluids if left overnight., However, at some of
the higher flow rates, the PPG emulsified in the water, and
overnight separation would not occur., In these cases, it was
necessary to break the emulsion by essentially boiling off the
water, Any recovery method (either settling or boliling of water)
always resulted in the loss of some PPG (usually 10-20%).

The available stored guantity of PPG was the limiting factor
in determining how many and with what frequency experiments could




be run, Observation time was limited according to how much PPG
had been recovered and was stored., 1In the beginning, observation
times were 5-~10 minutes for each PPG/water flow setting. As
axperience was gained, many data points could be taken after 3-5
minutes of observation.

However, all of the phenomena could not be examined in
sufficient detail due to the limited PP supply. Therefore, at
the suggestion of the University of New Hampshire (UNH), and with
their help, we video-taped a2 few of the flow visualization runs
and found the gquality of filming to be well suited for review
purposes, We also fcund that video-taping added to our ability
to correctly, and in detail, observe explicit phenomena, analyze
results, and share the experiments with other researchers, All
data were taken with the Principal Investigator present, so as to
assure consistent operation or the tests and accurate definition
of flow regimes.

The involvement of Dr, Horst Richter, Professor of
Engineering at Dartmouth Conllege, a nationally recognized expert
in two phase flow, as a senior consultant to the project, greatly
enhanced our ability to evaluate the experimental results, The
availability of the laboratory, computer and videotapling
farilities of the nearoby University of WNew iHampshire, a
subeontractor added to the project as it evolved, made an
important contribution to the success of our project, This was
made possible by Dr. V.K. Mathur, Professor of Chemical
Engineering at UNH, who also serves AETA as a Senior Consuiting
Associate,
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FICURE 2 ENTRANCE GEOMETRIES
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ENTRANCE CONDITIONS USED IN PHASE 1 EXPERIMENTS
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Experimental Results

The observed flow regimes were classified according to the
definitions presented in Figure 3. The flow regimes observed for
each entrance condition are presented separately, That is, for
each entrance condition studied, a3 low speed area of the flow
regime map is presented. Since entrance effects were difficult
to eliminate the data are presented on separate plots., However,
as will be seen, entrance effects are not so dominant so as to
totally change the observed flow regimes., Rather, entrance
effects serve to shift the boundaries of the flow regimes,

Data are presented on log-log plots of superficial gas
velocity (J,) versus superficial liquid velocity (Jg). This is a
way flow rggime maps have been presented in the past, and it is
an easy and straightferward way of presenting lab data. However,
this plotting scheme is by no means general. There are too many
factors (eg, viscosity, surface tension, density) left out of
such plots to consider that J, vs Jg could represent the observed
flow regimes for any wide gr&%p of fluids or flow conditions,

Rather, the influencing factors are accounted for in a
computer code and then output the predicted flow regimes on a J
vs Jeo map that 1s relevant only for the specifiec fluids and flo8
conditions under consideration. This is the same approach adopted
by Dukler-Taitel [3,8] and Weisman [13]. Actually, Weisman chose
to plot mass velocity (G) versus quality (X). However, this form
is easily transposed to or from a J, vs Jg plot. Some of the
results were plotted on a G versus X %ﬂot. However, because the
modeled vapor-liquid flows with 1liquid-1liquid flows, the data
points were somewhat compressed on a G vs. X plot. The J, vs. J
plot is more useful for the data presented here, as will be seeﬁ
below. By choosing this simple form to present data, or
computer predictions, results are easy to visualize. In the case
of mathematical models for the flow regimes the couputer handles
the complexity of varying flow regime boundaries according to
fluid properties, pipe diameter, pipe inclination, etec,

The following plots (Figs. 4-9) should be self-explanatory.
They show observed flow regimes plotted against J_  and Jgo On
each plot is a schematic diagram showing the entran%e geometry,
A key shows the flow regime indicated by the chosen symbols. The
data from which these plots were generated is listed in Appendix
B. Flow rates, Reynolds' Numbers, and some other calculated
quantities of interest are also listed in Appendix B. A written
description of the flow regimes observed is included for each
data point,

-10-
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NOTE: In all flow regime definitions, water is designated the
"vapor" because its viscosity is much less than that of
PPG.

BUBBLE FLOW -~ Water "bubbles" (i.e., drops) flow in a continuous
flow of PPG.

SLUG FLOW - Bullet shaped bubbles of water of diameter almost
equal to pipe, flow in a "train", separated by PPG.

CHURN FLOW - Water slugs become long (12 - 24"), chaotie, and
very rough at PPG interface., Almost annular flow but PPG has
small "bridges" across pipe diameter which interrupts the
continuity of the water core,

ANNULAR FLOW - Continuous water core, PPG film (sometimes thick;
sometimes thin) on perimeter. Almost always had some PPG drops
in water core.

DROP FLOW - PPG flows in drops, within a continuous water flow
which fills the pipe. The PPG drops wcre usually 1-10mm in
diameter and spherical. Above this diameter (occasionally up to
2.5 c¢m), the PPG drops were usually quite irregular and began to
coalesce to form PPG (i.e., "inverse") slugs. Some flow regimes
classed as drop flow had a very thin PPG film on the pipe
perimeter. But the film was so thin as to be negligible, not
moving, or washed off in places.

INVERSE SLUG FLOW - Bullet shaped bubbles of PPG, diameter almost
equal to pipe diameter, flow in a "train", separated by water
flow, Sometimes water bubbles were entrained inside PPG slugs.

INVERSE CHURN FLOW - PPG slugs touched and because long (12-24%)
chaotiec, and rough surfaced. Occassional water bridges across
pipe diameter interrupted continuity of the core PPG flow.

INVERSE ARNULAR FLOW - Continuous PPG core, water flowed along

pipe wall, Sometimes, but not always, some PPG drops also flowed
in perimeter water,

FIGURE 3 FLOW REGIME DEFINITIONS

-11-
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At first glance, Figs. 4-9 appear quite different. However,
despite the changes caused by entrance conditions, a pattern of
flow regimes emerges. In the lower right (high J_,, low Js), the
DROP flow regime is evident, Moving diagonally upw%rd to the left
(decreasing J, and increasing J¢) the plots show a general move
toward INVERSé SLUG flow, then fiVERSE CHURN flow, then INVERSE
ANNULAR flow.

The exact boundaries between flow regimes change with
entrance conditions as described earlier. Normally, in one-G
flow regime experiments the data would be presented with minimal
or no entrance effects. However, entrance conditions that are
often considered "standard" and "neutral", affected the flow
regime boundaries. In fact, as Figures 8 and 9 show, at lowv flow
rates, entrance geomet.,y and the order in which the fluids are
introduced both play an important role in determining the
location of the flow regime boundaries. This fact alone suggests
that in the absence of a "restoring" gravity force, the flow
regime is very sensitive to entrance conditions. The gravity
force tends to make observed flow regimes more uniform despite
varying entrance conditions. Since we effectively eliminated the
gravity (ie, buoyancy ) force, any entrance condition will tend
to have a significant effect on flow regime, even many pipe
diameters downstream,

This result is not new. A number of studies have been
performed which examine the effect of entrance conditions on two
phase flow rates and flow regimes [Egn. 10, p.338,340]. One
conclusion of such studies has been that there is no such thing
as "fully developed two phase flow". For example, with any
significant pressure drop, the vapor phase is continuocusly
expanding and, therefore, the flow is continually "developinug".

III. SIGNIFICANCE AND ASSESSMENT OF EXPERIMENTAL RESULTS
Significance Of What Has Been Experimentally Observed

The PPG/water experiments present a possible model of two
phase (liquid-vapor) tehavior in zero gravity. These experiments
suggest that a number of significant phenomena may occur in zero
gravity liquid-vapor flow. These observations and their
significance for good design of heat transfer loops are listed
below:

Inverse Annular Flow - This flow regime is defined as vapor
flowing along the pipe wall and liquid flowing as a ecylindrical
core in tne center of the pipe. 1t oceurs for a variety of low -
to - moderate vapor flow rates. In a boiling situation, this
flow regime wouid hinder boiling and increase the risk of dry -
out, It has already been observed in vertical boiling on earth
(9]. The absence of gravity sermed to increase the likelihood of
Inverse Annular Flow.
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Entrance Effects -

a) Entrance geometries have been found to be much more
important than when gravity is present, Even at a distance of
240 pipe diameters, entrance conditions sometimes influence the
flow regime, This observation implies that proper design of
entrance geometry in heat exchangers and heat transfer loops
would be a major control factor for producing desirable flow
regimes,

b) The order of introducing fluids into the apparatus at
low flow rates often causes a substantial difference in observed
flow regimes, Agalin, without gravity flow regimes are quite
sensitive to initial conditions. This point and the previous one
are obviously eclosely related. Both suggest that an
understanding of entrance conditions is an important factor
leading to an ability to control flow regimes by proper equipment
design. Both observations also suggest that, as is often the
case with two phase flow, "transient" effects can be dominant
over the full length of pipes.

Slug and Churn Flows - As expected, these intermittent flow
regimes were observed. Some ideas were gained as to when they
occur and under what conditions they can be avoided, Entrance
~onditions play an important role here as well. Proper choice of
entrance geometry may be a powerful and inexpensive way of
controlling these flow regimes.

Liquid Film on Pipe Perimeter - This thin film, tecnnically
annular flow, sometimes occurs ard is sometimes washed away. The
experiments have tentatively suggested that under high enough
vapor flow rates, the liquid film may be washed from the wall,
Such a result would hinder boiling, but probably enhance
~roadensation,

Assessment of Eiperimental Limitations

The validity of the zresent results can be divided into
three categories:

1) Entrance effects are very significant and perhaps
eritically important. To categorize them, further work is needed
and may well necessitate simulating the expected entrance
conditions found in typical spacecraft heat transfer loops,

2) The very basis for "eliminating"” gravity ( by choosing
two liquids of equal dersity) creates a problem in that the two
fluids, if 7ot in annular or inverse annular flow, have very
similar inertia., For example, with drop flow, the de-entrainment
nechanism is minimal, With de-entrainment eliminated, inverse
annular flow probably appears earlier than it would otherwise.
That is, a core of water flow is overiocaded with PPG drops, which
d0 not de-entrain., The PPG drops, being of equal

~-19-




ﬂ inertia with the water, follow every twist and turn of the water
flow - cencrifugal roree is virtually eliminated - and are never
re-deposited on the wavy annular film from which they were
stripped, The water core becomes wmore and mor2 overloaded until
T the PPG drops coalesce, first as "Inverse Slug" flow; then as
> "Inverse Churn" flow; then as a continuous ccre of PPG, in

. "inverse annular" flow. Inverse annuvlar flow will generally .
- orcur in zero gravity, but not so readily as in the experiments
. we have performed.

3) The hrigh viscosity of the PPG, although chosen in an
. attempt to match liquid-to-vapor viscosity ratio, keeps the
: liquid dominated by laminar effects. This is a problem in
~ attempting to simulate actual fluid flows., It is virtually
- impossible to simulate all flow conditions and properties of any
flow without actually running . . experiment "in situ” with the

exaoct fluids and conditions .n guestion,

5 Experiments wiitb other fluids of equal density are
: nenessary. One such combination is water and PPG-U400 which has a
viscosity only 40 times that of water. Another possibility is
water and a solution of two fluids, both immiscible in water, but
whose solution has a density equal to that of water, The
advantage of werking with such a solition of fluids would be that
surface tension and viscosity could .e varied, This ability would
help to gain a much better idea of how fluid properties affect
flow regimes, while still under "zero gravity" conditions.

We ¢o not expect there is a "perfect simulation". However,
by studying the effect of property variation on flow regime, we
would expeet an analysis to predict (i.e., by more confident
cxtrapolation) flow regimes under zero gravity, Additionally,
with a wider data base there would be more confidence that the
analysis had included all relevant physical phenomena.

IV. COMPUTER MODELING: COMPARISON OF FOUR FLOW REGIME MODELS
Four flow regime models were computerized and compared:

Dukler-Taitel Horizontal Flow Regime Map

Dukler-Taitel Vertical Fl1ow Regime Map

Weisman Horizontal Flow Regime Map
Weisman Vertical Flow Regime Map

SN =
[N

The two Dukler-Taitel maps are semi-empirical attempts to
predict flow regime., The flow regime boundaries are derived by
various physical arguments which are based on many other
experimental observations and results., Many of the results taken
from other investigators are empirical correlations, However,
with various physical arguments, Dukler-Taitel have attempted to
synthesize valid, somewhat analytical co-current flow regime
maps, one for vertical flows and one for horizontal flows. Both
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meps were derived for non-zero gravity. The horizontal map
aliows for laminar flow, but it does not include any effect due
to surface tension anywhere in the analysis., The vertiecal map
does include the effect of surface tension, but does not allow
for laminar flow. Both of these omissions suggest that the maps

will be inappropriate for low speed zero gravity flows,

The Weisman maps appear to consist of pure correlations
which do allow for surface tension, and appear to handlie laminar
flows. We have seen no physical arguments associated with any of
the Weisman correlations, This fact makes further modification
difficule, It also means that when the correlations give over-
lapping flow regimes, interpretation of results remains
ambiguous,

The four flow regime maps are presented in Figures 10-15,
for Freon - 11 at 25°C, saturation pressvre, 1+ ID horizontal
tubes, and gravity = 32.17 ft/sec?, The Duxler-Taitel Maps are
presented in the fo'm of log Jyr vs. log J_,. as i3 common. The
Weisman Maps are presentad first in their gfvs..l form and then
in their usual G vs X format, As stated earlier, %br the set of
experiments performed, the Jg vs Jg form is the better one to
use,

To help the reader to transpose more intuitively between
these two co-ordinate systems, Figure 16 shows lines of constant
mass flow and quality plotted on a log Jg - log J, grid.
lLikewise Figure 17 shows lines of constant Jg and Jg plotéed on a
lng G - log ¥ grid.

A guick glance shows that the two horizontal maps and the
two vertical maps roughly agree with each other. The same flow
regimes are identified in roughly the same regions of the plots,

However closer inspection reveals little agreement between
the maps. Note that the Weisman horizontal map has a negative
slope on the boundary of the annular mist and slug flow regimes,
The Dukler horizontal map has a positive slope. Note also the
small size of Weisinan's dispersed flow regime, and Dukler's
larger size. Considering that these results show up easily on
log-log plots, one must realize how significantly different these
predictions really are. Similar observations can be made
regarding the vertical flow regime maps, Dukler's annular
boundary line is vertical, Weisman't is exactly the same line as
¢n his horizontal map. The size, and extent of the dispersed
region 1s different for each map. A significant disagreement is
found where Dukler's vertical map predicts no bubbly flow at all
(except finely dispersed bubbles), while the Weisman vertical map
prediects both bubble flow and finely dispersed bubble flow.
hgain, on log-log plots, absolute differences are usually
minimized, Here, however, a quick inspection reveals major
differences in the absolute flow values for which various regimes
will oceour,
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Two conclusions can be drawn, since these conditions
certainly seem similar to some of the most common data used.
Investigators are either disagreeing on what flow regimes they
observe or, these flow regime maps may not be generally valid,
and have been chosen as approximations to a certain set of data. :

The flow regime boundaries on the Weisman maps appear to be
pure curve fits, Graphically, these curves plot to straight
lines on log Jg¢ - log J, plots, Therefore, we conclude that the
Weisman ﬂurves were cré%ted by drawing straight line boundaries
through log J¢ - log J data plots of flow regimes. This method
is appropriate {f th experimental data base is wide enough.
Many functions plot to straight lines on log-log plots. However,
if the data is limited, we have reservations about the generality
of such a correlation scheme, This already raises some concern
of the validity of extrapolation to what these maps predict for
flow regimes in zero gravity. Unfortunately, none of these maps
is based on a mathematiecs which can tolerate zero for a gravity
term. The best that can be done i3 to reduce gravity to a small
term and to compare the maps. We have chosen to reduce gravity
successively in steps from 1-G to 0.1-G to 0.01-G to 0.001-G.

Figures 18-20 show the predictions of the Dukler-Taitel
Horizontal map for freon - 11 in a 1" i.d. horizontal tube as
gravity is successively reduced from 1-G to 0.001-G. As might be
expected, stratified and wavy flow move downward and “off" the
log-log plot., The slug flow regime takes over where the
stratified regime was predicted. The dispersed flow regime
(i.e., finely dispersed bubbles) expands to include where slug
flow regime existed., Other than that, the map maintains =a
logical (not necessarily accurate) picture of predicted flow
regimes,

Figures 21-23 shows the Weisman horizontal map in log Jg -
log J, form as gravity is reduced from .1-G to .00i-G. (The maps
are s%ill for Freon-11 under the same conditions as above - only
the gravity term is changed). The basic trend occurs as in the
Dukler map predictions. The stratified region disappears (taken
over by the slug/plug regime) and the dispersed region gets
larger on the map. However, when ,001 - G is assumed there is no
agreement between the Dukler and Weisman horizontal maps.
Comparing Figure 23 (Weisman) to Figure 20 (Dukler) shows
disagreeement in the size, shape and extent of all three flow
regimes regions prediected.
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Figures 24-26 show predictions for the same Freon=-11
conditions as in 1" I.D. vertical tube, as gravity is reduced
from .1-G to .001-G on Dukler's Vertical flow regime map. The
three flow regimes that are predicted for a low gravity force are
annular, slug, and dispersed (bubble) flow regimes. 1In thio
case, annular flow predominates all values of large vapor flow.
This result disagrees with both previous horizontal maps, which
always showed a region of dispersed flow at sufficiently large
liquid flow rates,

Figures 27-29 show the prediections for Freon-11 in a 1"

I1.D. vertical tube, as gravity is reduced from .1-G to .001=-G on
Weisman's vertical flow regime map. Because chis map contains
identical mathematics to the Weisman horizontal map, "agreement”
between these two maps is perfect at low gravity values. The
only difference between Weisman vertical and horizontal maps is
replacement of a bubble flow regime boundary with a stratified
flow regime boundary, Therefore, once the stratified and bubble
flow regimes disappear, due to decrease in the gravity constant,
the results should be identical.

Summary of Computer Modeling of Existing Flow Regime Maps

It is encouraging that all four maps predict the existence
of the same three flow regimes at minimal (.001) gravity,
However, the predictions for the sizes, ranges and shapes of
these three flow regimes on the map are substantially, different.
The annular regime boundary for example, is variously predicted
as being vertical, as having significant negative slope (i.e., -
60°) and as having significant positive slope (i.e., +45°),

Possibly these differences in prediction can be reconciled
analytically, However, before such a step is attempted, it is
worthwhile to see how well each of these maps matches laboratory
data of flow regimes when the buoyancy force is minimized by
using liquids of nearly equal density. After such a comparison
has been made, the value of the various flow regime modeling
schemes may be uncovered.

V. COMPARISON OF LAB RESULTS WITH THE FOUR FLOW REGIME MAPS
Dukler-Taitel Horizontal Flow Regime Map:

Figures 30-35 show the previously presented 1ab data with
the Dukler-Taitel Horizontal flow regime map predictions over-
laid on the same 3cale, These Dukler-Taitel predictions are for
the actual laboratory conditions used (ie, 1" I.D., density and
viscosity of water and PPG-2000 respectively). It is of interest
to note that the Dukler horizontal flow regime map predictions
for our lab datw are guite similar to predictions for Freon-=-11
at reduced gravity., This fact indicates that, so far as the

-37-




(998/133) r
0001 00T o1 1 1
A O L T T 1T T ] gITTI 1 1 T T 1 10°
- -
ﬂ e
- .
” “
= =
B anis (U
. I~ \ i
- . NENHO\¥0 9S0TS . =
- ,\. =
= -
= .\\ =
/ T
]
\\ 3194ng ®
1 - 1
Bl S
C ISTH - YVIANNY -
= o1
B 7 (938/33)
~ 319409 -
s Q3S43dSIa ATANII -
= = 3
SN |0 4 I 1TTIE NN TN oot r
(9-1°0) o3s/238/3F Li2'€ = K1IAVYD
?dyd tejuoziuoy °*p°1 .l Ul mOTd pinbil-uodep
2anesasd uorieunaes ‘s G2 ‘LL-NO3Y4 403
SU0T101paad del IwWIBIY moTd TEITILPA 1ILIVI-4ITING v INO1J

-

B PT e e e RN ettt PR I O
et e ..“..-.. L. . .—. Y .-.-.v.... [ USRS S .b...r S I e el A SRR




e — i

(998/33) g
0001 001 ot 1 t
ity t 1 et IR RRE RN R .w.mnnlm.;o.
o -—. L
| ”
C ]
- ,
= d
-
= NANHD 34 2171S
~ T
-
=
- 1
%
ﬁ (938/133)
L. LSTH-YVTINNY
-
-
= 3
= o1 r
»
- 371949nd
= qQ3sy3dsIqa AT13INIJZ
I ! NS | Litiin Lt IR 00T

(9-10°0) 236 /038 /1 L12E° = ALIAVED
3d1d tejuoziuoy *p°1 4L ul mold pinbii-aodea
34nsE3dd uoljednies ‘g G2 ‘LL-NO3NJ 40)
SUOIDIPILd deW FwIBAY HoTd TRITILA TILIIVI-¥ITING ¢z F4NO1A




(99s/33) iy
0001 001 1}¢ 1 1
T TT U T 1 IR IR T IR AR T
Tl
1
I~
i 3
N4NHD d0 OIS
n

\\)1/. T 3719808

1
]
[
7
’
1
o ISIR-UVINRNV
. 318end
~ or (2°8/33)
@3s¥3asia
X1aNid
3¢
TN IS I TE S N EE TTA A 001

(9-100°0) 298/238 /32 LI2E0° = XLIAVEY
9d1d 1ejuozyaoy °*p°1 4l ul mord pinbiyl~uodep
4nssdid ucyiednies ‘D G2 ‘Li-NOIHS 40
SUOTIDIPILd del JWIRIY MOTJ TEIT3ILAA 1FLIVI-¥3I1ANG 97 TWNO1A




0001

(298/33) 3

001 0t L 1
MITTrrrr 1 Ty r 1IN 1 IR 10°
- -
" ) .H.
” ’ ]
= = 1 3
- d0¥AQ/LSTH-YVIANNY on1d/9on1S
L (938/33)
» N 3r
- -
3 =
0T
- 1149¢
q3sy3dsia
=S I SR TR SRR
001

(D=-1°) 0o3s/298/3) Li2°E = X1IAVYD
9did tequoOZiuoy “p°} ,L ul KOT4 pinbyiy-aodep
24nssa4d uojiBanies ‘D 62 ‘LL-NOJYL 403

SUOTOIpd4d del JWIBIY MOTd TeITIIIA NVWSIIA (7 Tanold




(08s/213) m._.,
0001 00T 0t 1 |
ey rro0 AR THTT AT T T Hitve o 7 © ﬁo.
-
§ .
1
-
= &
~ d0NA/ISIH - UVINNNV oN1d/9071S . s
1
5 (99s/33)
» uh,
-
= 01
G "R
d3syadsia w
[TH TSN ettt 1 TN 001
(9-10°) d3s/038/q" LI12E* = A1IAVED
?9d1d 1ejuoziuoy °p°1 ,1 U} Mmol4 pinbyl-uodejp
2.Nn$E3ad uojieanieS ‘D G2 ‘L L-NO3Y¥4 403
SUOIDIPIId del JuTTFIY MOTJ TEITIISA NVWSIIM 82 TUNO14

SO WL A Al



L T e S , _
(995/133) T

0001 001 ot 4 1
T T 1T 1 TTTTr1 71 1 M Trrr T R4 ArE i N J 10°
1 Wy
b= -
- -
= i~
= d0¥A/ISIN-YVINNNY oN'id/onN1S S I
. - -
- L :
— ; _ .
= - <
-— []
= . I
- - (935/33)
- . I |
~ -
- -1
~ - o o1
d3s9ddsid -
ettr 4 10 | TR N R T N = 001
{9-100°) 298/23%/1J Li2E0" = XIIAVYD
9did tejuoziuaoy *p*r ,I up MoT4 pinbil-aodeir
34nEsdad uolIvUNES ‘D G2 ‘1 1-NOIYd 403
SUOTIDIPIAd del IWIIIY MOTd TeITILIA NVRSIIA 627 TNOIL



dalvM  (93s/33) Br

0001 001 o1

Tt mreerrirv i R

I

mrrei

IgInuuy asIaauy

ILARR L

wIny) I8IIAUL

En1s esiaaujg

aox(

> o [ = 0

A~

a1qqng ¢

ULLLS LR

ns O
uingy Q
Ignuuy nu

PEE
S0 18 1 I O R 1 VU I I Wiy

mrrtT 1

dOYA/ISIK - IVINNNY g o

r

000 ge=

{214s08)
qasy3dsid

I 1SN ]

| U1 i 1d ) 1 Mgyt 4ot ittt ] i

|

(gANITIIANN 218 s2WT33y mo1d PaIDIpaiayd)
su0330Fpaad dey 2widay Mmol1d [PIVWOZFIOH T23IFEL-I3NNG 03 paaedwo)

d oLL 3I® ¥IALVM PuU® 0007-2dd
T vivaavil

10

3
1 5
944
(935/23)
Ir
0T
00T

0t NNCI4




0001

441V (92s/33) B¢

¢ot el 1 |

I

AR mry vy LLLAR LI

HITTV

et i REREREEE e rtr 1T R

dOY¥Q/1SIH - ¥VINNNV

C
¢

| - | 111111t 1 9 imerept i1 lLUlI]

dgInuuy asa2auj

o
= [Jeco

\
wy
~7

]

0
uIngy asasauj m n 0
= odd

gn{s asaanul

doag (93s/33)

Ic
arqQng

3nisg
5o _{319808)

¢! 01
35¥3dS1d
uznyy Q

aetnuuy O

Aax

fuLgd

O O I I I O | K I O

001

(QINITYIANN 228 s2wIBay moT1d PaIdTIPaad)
SuoI3FOIpaxd dey a2wiIay Mmo14 [BIUOZTIOH [33IFEL-12T3¥NQ 031 paawvdwo)
d oLL 3% WIALVM PU® (007-0dd
¢ Vivaevl 1€ WNo1d




a3Lvn  (9as;2))  Bp

0001 00T 0ot ¢
wryvr b T T T 7 Tt RRAR Y A
— . ons
~ dO¥1/1SIN - JVTIINNV
m o © -
= \ o
- I°
Q Q = |

B . o0 ¢ 0O Hﬁ
- &) :
~ ae(nuuy asxaauy [J ¢ 9 m .M
™ uany) ssasaul i 0 O m a ' I 3
ﬁ gnys ssxaauy; & T 9244

d -
_ oo (998/13)
~ aYqqng . i
= anis o (37349909)
= d3as¥3ds1a 0t

winyy O ,
el
aernuuy ()
- T
mE_F_L. ] | | NN S S Y RN 1 1 1 I O I 001
(QINITHIAANN 23® S3aWIFay mo[J Pa3IdTPaig) .
8UOTIDTPa1d dEN 2WIFIY MOTJ [PIUOZTIOH 133FeL-Ia1NQ 01 PIIvdWo)
dell I® YIALVM PU® 000Z-Odd
¢ vVivadvl 26 TwNO1d

F a2 A%TeR YV sy yumma, g ¢ .. . - ) . .
N f < EERe ¢ 0 /. pEE - ;.t.‘-..t.-.........'...\..........l.....‘......,L......._.. P T B .

)

I SR AT AR RENER CARTICA Y @l



Hdlvh (29s7313) of

0001 00t ot ¥ [
AR IR IR . 10°
515 |
j-li‘ —
dONA/LSIN - YVIANNY o o 5 e
C / -
: 0 E
3 -
;
o D 0 -
—
¢ 0 ¢ o -
: - .
leTnuuy 3siaauj . @ - =
o ¢ o w© 3 T 9ad
uanyy asxaauj m L
29s
en1s asaanuy = \ -1 ¢ /33
doaq & . 3
-~
- -
°14qng v =
fa1s o _(g1ggng) 3 et
a3asyddsid
uinyy ) ~
ernuuy O J
A3 -
| 5 A T O | TR O T T N NS 1 O i | = 001
(QANTTHZANN 21w S3WIBaY mOTJ PIIDTIPiJ)
UL 30Fpaxgd de 2wiBay mOTJ TBIUOZTICH [23FBL-I3TINg 03 paaedwo)d
d 4L 38 YILVM PUE (00C-9dd
7 V1vVaavl € TUNO1d




walvm  (9es/ay) °r
0001 091 a1 1 - U
AR mrroT ittt RIRRY IR 1
/ |
anls
- dO¥Q/ISIR - ¥VINNNV Y, e
= / =
—~ \\\ =
R Q o
- - o o]
C  a1ernuuy asisaur [J 0 =
B uany) Isaaaug m a nHJ
— gn1s asasauy & -
= doag ¢ p
pu -
- o1qang 7 -
= =
= an1s & (3718809) 3
Q3syadsia

B uinyy Q -
L agnuuy nu -
— - -
- P 8ch | -
=N [ I | T W T O =

(TEANTTUIANN 9318 S2WfBay MOT4d PIaId(paid) )
QﬁOdUOﬁvOH& &QZ wEAMU% BOH..w HmuﬁONﬁHOm— ANUHQFIHNHM—;Q 03 vNMWQBOU
dolL 3% YALVM Pu® (00T - 9dd
¢ vivadvl

10’

odd
(29s/13)

Ic

0t

cot

¢ W01

-48-

Te i w e e

S

ey w




AALVY (038734) ﬁh

0001 00t ot 1 1

AR LLLAR R nirrrT T T AT T g

y onis

e ... ll/l —

- A W =

- d0dQ/ISIN - 4VINNNY 5 -

= | / o 4

= 0

B n 7

L 4 DL

- =2 -

- . o Q.

— ou

—~ Ip[nuuy assaaur [ -

= o=

uIny) IsiIaul m

= anis asaaauy &2 -

e . -

= 903 O ]

pon - et

W 27qqng v m

- n1s & =

. WMJMM@MM

o umyy O qisy3assia

= agrauuy O

-

T. . —

- AT

=30 . 50 T N O O A I I O O | BTN N

o SRS YR RO -

(QINTTYACNN 93¢ sawyday mold Pa2dIP3ad)
SUOTIDTPaad dwy SUTRay MOTJ TBIUCZTICH [32T2L-23[Rng 031 paavdwol

-

a

S LRSS e AL e s

oLL 3% YILVM PU® HOGL-0dd
9 VIVAUV1

10°

ot

001

-49-

0dd

(29s/33)
3c

St 3W0I13




mathematics of the model is concerned, reduced gravity is similar
in effect .0 equalized fluid densities, as one would expect.

It i< immediately apparent that the Dukler-Taitel horizontal
map is hot a good predictor of observed flow regimes for the
fluids and conditions we tested, This is true for every entrance
conditions and virtually every flow rate we used. The only
observed flow regime that was correctly predicted is some of the
drop flow (if an annular-mist prediction 1is interpreted as drop
flow). However, drop flow occurred in many regions where it was
not predicted. 1Inverse annular, inverse churn, and inverse slug
flow (not predicted at all), occurred where dispersed ({.e.,
bubbly) flow was predicted. The Dukler predicted slug (i.e.,
intermittent) flow is a tiny area outside the range of most of
our data. However, data points closest to this region were
mostly drop flow. Some data points near this region were
bubble, annular or inverse annular flow. There was never any
form of intermittent (i.e., inverse slug or churn) flow as
predicted in the slug flow region, We conclude that the Dukler
horizontal flow regime map is inadequate to predict or even
describe the flow regimes which occur in situations of minimal
buoyancy.

Weisman Horizontal Flow Regime Map

Figure 36 shows one set of Lab data ("LABDATA 1") plotted on
alog G- log X Weisman horizontal flow regime map. Because of
the similarity in liquid densities, the data are compressed.
This is not a useful plotting method for observing our particular
laboratory data., Therefore, figures 37-42 plot the Weisman
prediction curves and the lab data on log Jg - log Jg plots.
Again, {t is immediately apparent that the pred{cted flow regimes
do not match observed data. A major part of the Weisman
prediction {s for stratified flow which occurs in none of the
experiments whatsoever, The other major part of the Weisman
horizontal prediction {s for slug/plug flow,. Occasionaly
inverse slug or inverse churn flow do occur in this region
predicted as slug/plug flow. But most occurrences of any type of
intermittent flow are in the region predicted as stratified.
drop flow does occur, but in the "stratified" prediction, not in
the annular (i.e., "annular-mist/drop") where it would be
expected.

Furthermore, {nverse annular flow ocecurs and is unpredicted,
We coneclude that the Weisman flow regime map is inadequate to
predict or even describe the flow regimes whiech occur in
situations of minimal density.

Dukler-Taitel Vertical Flow Regime Map:

Figures U43-48 show the same lab data described previously,
but with the Dukler-Taitel Vertical flow regime map predictions
over-laio on the same scale, These predictions are based on the
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actual laboratory conditions. Again, it is immediately apparent
that the Dukler-Taitel Vertical Flow Regime Map does not fit the
laboratory data. Comparing our lab data (from horizontal tubes)
to the vertical Dukler-Taitel predictions 1is admittedly a
misapplication of the Vertical Dukler-Taitel Flow Regime Map.
Much of its math depends on the vertical buoyancy effect,
However, since this effect is so small in our experiments, we
have compared it with our lab data, The comparison is offered
with the reasoning that it might be of benefit, since logically,
a fully general vertical flow regime map would predict correct
horizontal behavior as long as the gravity or buoyancy term was
zero or very close to zero, In any event, the results of this
comparison with our lab data do not encourage the use of the
Dukler-Taitel vertical flow regime map for fluids of near or
equal densities,

The majority of data falls in the region predicted sas
annular flow. Without going into further details, it is clear
that this flow regime map, like the other, fails to differentiate
the flow regimes observed,

Weisman Vertical Flow Regiwme Map

Figure 49 shows the Weisman Vertical flow regime map on its
familiar log G vs., log X co-ordinates. Note that the dispersed
and annular boundaries intersect in a way that is difficult to
understand what regime is predicted. We assumed the dispersed
regime is predinted in tLhe region in question,

Figures 50-55 show the Weisman Vertical flow regime map
oretictions plotted with our lab data on a log Jp - log Jg plot.
Since the buoyancy efferct is so small, and the horizontal"model
predicted the results so poorly, we present this comparison as a
point of i{nterest. Virtually all *“he various flow regimes
observed in our experiments fall {2to the region predicted as
"slug/plug”. <Clearly, this particular flow regime map tails to
Jifferentiate or predist the observed flow regimes when the
buoyancy force is minimized,

VI. COMMENTARY ON FLOW REGIME MAPS

The Weisman Maps (Vertical and Horizontal)

Beyond the observations already offered, we have no
commentiry on the Weisman flow regime predictions. The Weisman
flow regime models are apparently based on correlation schemes
which ineclude relevant physical properties, but which do not seem
to reflect any particular physical model. Therefore, analytical
critique or modification is difficult,
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The Dukler-Taitel Horizontal Flow Regime Map

The Dukler-Taitel Horizontal flow regime map is based on the
assumption that the vapor-liquid flcw always tends toward
stratified flow, and that ingstability conditions create other,
(non-stratified) flow regimes. That is. the (non-linear
differential) equations of flow are always solved assuming that
the flow starts in the stratified flow regiwme. A force balance
is solved between the vapor and 1liquid flow and the wall shear,
assuming a stratified condition. Then stability conditions are
applied to see if:

a. Waves form (which gives WAVY flow);

b. Waves grow beyond the tube diameter (i.e.,
"exponentially" and unstably);

1. which give INTERMITTENT (i.e., "SLUG") flow if the
originally assumed stratified flow equations at this
vapor-liquid flow rate had a void fraction of 50% or
greater;

2. which give ANNULAR-MIST/DROP flow 1if the
originally assumed stratified force balance at this
vapor-liquid flow rate had a void fraction of less than
50%;

c, The liquid flow rate is sufficient to break up and
disperse the vapor slugs into bubbles, and DISPERSED
(or BUBBLY) flow is predicted, given intermittent flow.

The most important point for the Dukler-Taitel horizontal
flow regime map is that the whole map is predicated on the
calculated physical relationships arising from an assumed initial
stratified flow. Thus, on theoretical grounds alone, zero
gravity conditions are obviously beyond the range of validity of
the Dukler-Taitel horizontal flow regime map.

Experimentally we have shown the same result, even where the
gravity term is non-zero, but minimal. That is, with minimal
buoyancy forces, our experiments showed that the Dukler-Taitel
horizontal flow regime map did not predict flow regime behavior
well at all.

The Dukler-Taitel Vertical Flow Regime Map

The Dukler~Taitel Vertical flow regime map bases a number
(but not all) of its curves on either a bubble rise velocity or a
slip velocity based on a gravity field. The annular curve, for
example, 1s based on the Kutadeladze Number, a dimensionless
group which balances the vapor inertial force against gravity and
surface tension, This same analysis has been used to prediet the




upper limit (i.e., no liquid downflow) to counter-~current vapor=-
liquid vertical flow.

Without discussing every curve of Dukler-Taitel in detail,
it is clear that this flow regime map assumes a gravity term,
The assumed physics and therefore the mathematical modeling, is
inappropriate when a zero, or possibly minimal gravity term is
assumed, Thus, analytical considerations indicate that the
Dukler-Taitel vertical map cannot be extrapolated to zero
gravity.

Again, our experiments indicate the same conclusion. The
Vertical Dukler-Taltel map is not valid in ranges of zero or
minimal gravity (i.e., buoyancy) effects,

VIX. ANALITICAL WORK

Initial work for zero gravity two-phase flow regime analysis
is presented here, Appendix A contains a tentative analysis of
entrainment. In that discussion and the sbbreviated summary
below we show that:

1. A shear velocity exists in zero gravity or in our
experiments as one fluid phase experiences wall drag
and the other fluid phase flows more freely in the core
of the pipe;

2. Entrainment mechanisms, which are driven Ly the above
shear velocity, cause the formation of a drop flow;

3. Sufficient drops in thrhe c¢ore will form inverse
slug flow, then inverse churn flow, then inverse
annular flow;

b, In general, de-entrainment balances against entrainment
to determine the steady-state concentration of drops in
the core. 1In our own experiments, sincep, = , a de=~
entrainment mechanism is lacking. Therefore| ~ lnverse
annular flow occurs sooner than where ¢ >fPg , since
there is no way for droplets of equal density, once
entrained, to leave the core. The core becomes
overloaded ,ith droplets, which coalesce to form
inverse annular flow. A de-entrainment mechanism would
exist if¢@e > y » sin.e droplets, unable to closely
follow every movement of the core gas flow, would
impinge on the liquid film on the pipe perimeter,

For zero-gravity two phase flow, the important parameters
and properties are:

Je J3 < £ 5 D/«fﬂ; g o




In our experiments to simulate zero-gravity on earth we used
two immiscible liquids of approximately the same density. This
prevents stratification effects in horizontal tube flow and
countercurrent flow in vertical flow which would both normally
occur on earth if the fluids were of unequal density. However,
the use of equal density fluids also prevents large relative
velocities between the two phases. Large relative velocities
occur when inertia is the dominant factor in the overall
pressure drop. It is well known that whenr inertia is a dominant

factor: A p o ﬂ \43

and also that: L/ o

A P o< £ 73 (2b)
Th £y lations imply:
ese two re ply: \/3 /Vc = “’F‘ /fﬁ (3)

However, equation 3 results in unrealistically large velocity
ratios (slip ratios) of the two phases. 1In reality, inter-phase
shear forces will keep the slip velocity much less than Egn 3
indicates, Nevertheless, slip velocities will be present. 1In
cases of large slip veloecity the gravity term becomes secondary.
That 1is, stratification does not occur. Therefore already
existing data on the earth's surface are probably quite valid for
zero gravity flow as well,

(2a)

Because our simulation of zero-gravity two-phase flow was
accomplished with two liquids of equal densities the flow in our
experiments is close to homogeneous flow. However, even with the
same density for the two phases, relative velocities do exist,
Namely, at certain flow rates, one of the two phases flows
preferentially along the walls of the duct. Thus, the average
velocity of this "wall" phase is smaller than the average
velocity of the phase in the core. The relaftive velocity between
the two phases gives rise to a shear force at the interface whiehn
in turn results in entrainment, If the shear foirce 1is
sufficiently large., A discussion and tentative analysis of this
relative velocity and the resulting entrainment is given in
Appendix A.

From the above considerations of zero gravity two-phaosc
flow, we can deduce several nondimensional parameters:

R = f)‘::r{b (4)
€ ¢
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Further we need one parameter which contains surface
tension, A surface tension parameter can be decduced from the
ratio of the dimensionless inverse viscosity (eqn. 10.16 of Ref.
10) to the Eotvos - number, (eqn. 10.14 of Ref., 10). (The EOTVOS
number is the ratio of density effects to surface tension),

Nt Vglp-a)p T D
N = £ _ €~ 59) f*« - (=T
Nos A g D C?c‘fs> L (6)

We should be aware that N is a constant in any apparatus (or in
our experiments) as long as the geometry and the fluids used
remain the same,

(5)

Equations 4, 5, and 6 contain all the parameters necessary
to describe zero gravity two phase flow. These parameters were
listed in equation 1. However, before an analysis can proceed,
void fraction (or equivalently, slip velocity) must be
determined.

Appendix A shows one way to deduce void fraction froma slug
flow relationship. The result from Appendix A s

o T \/C
b+ T/

This relationship was used because slug flow was observed in our

experiments. This result needs to be verified quantitatively,

(1)

In App=ndix A the reasoning to produce an analysis of
entrainment was performed. However, this analysis is still
tentative at this point, More experiments with other fluids in
zero gravity will have to be done before general conclusions can
be drawn.

If entrainmeant »f liquid occurs in actual zero-gravity
vapor-liquid flow there will also be a certain amount of de-
ertrainment., That i3, some entrained liquid drople*ts, swept
along by the vapcr tlow, will be deposited on the continuous
liquid phase, usually at tne well, This de-entrainment is due to
the density difference between vapor and liquid. Droplets of
liquid have a high inertia, and are moving laterally to the vapor
flow, nrobably due to the vapor's turbulence, An analysis of de-
entrainment is necessuarry to fully predict zero gravity two phase
flow. The balance of entrainm nt and de-entrainment mechanisms
will yield a net quanihity of enctrained liquid, whieh will be a
major factor in determining the flow regime. For example, as
more drops renaln entrained in the core vapor flow, they will
tend to coalesce. Thae flow regime would then change successively
from drop t¢ inverse slug to inverse annular flow,




VIII. CONCLUSIONS

In FPhase I it was provena that a useful simulation of zero-
gravity vapor-liquid behavior can be accomplished with two
immiscible liquids of equal density., With this experimental
. approach it has been shown that such phenomena as inverse
~ annular tlow do readily occur. The existing flow regime models
- are not able to predict the experlimentally observed flow regimes
- in our experiments, The predicted flow regimes either did not

occur at all or occurred where they were not predicted to occur,
- Furthermore, flow regimes such as inverse annular or inverse slug
- which were observed, weren't included in any of the flow regime

models.

The present experiments aiso provided insights into a usefui
analysis of zero-gravity two-phase flow. Three dimensionless
groups have been propnsed which together should contaln the
necessary parameters to describe zero gravity two phase flow.

®;py.coo

The agreement among the different flow regime models is
rather poor when the gravity constant or the censity difference
betwean the phases is reduced, This suggests limited
applicability of such models outside their range of experimental
verification., Tt can thus be concluded that a universal theory
for flow regime prediction does not exist at this point and data
is needed to develop flow regime maps, particularly for zerc
gravity flow., It is hoped that these new flow regime maps can be
combined with the considerations and comparisons of existing flow 1
regime maps to produce a nore universally applicable analytiecal
model,

.‘ S _.._..l... E

o

The data produced in this work, the important findings and
parameters outlined above, and the initiation of an analysis are
an encouraging start for the task of producing a true flow regime
simulation scheme, As soon as a flow regime map for zero.-gravity
¢xists, ecorrect pressure drop and heat transfer coefficients can
be obtained much more easily. (11,12] Subsequently, the destign of
efticient heat exchanger equipment for spacecraft utilizing
evapcration and/or condensation can be pursued more effectively,
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APPENDIX A
ENTRAINMENT ANALYSIS

A preiiminary analysis of entrainment is presented here,
The analysis shows promise of matching the data, although it 1is
still too sensitive to sev2ral parameters to be completely
satisfactory. As yet, no analysis of droplets coalescing to form
inverse slugs, invers2 churn flow, or inverse annular flow is
being presented.

In the main analysis section of this report it was pointed
out that at certain flow rates, one of the two phases flows
preferentially along the walls of the flow duct. Thus, the
average veloeity of the "wall" phase is smaller than the average
velocity of the phase in the core. The relative velo:ity between
the two phases gives rise to a shear force at the irterface,.
This shear force results in entrainment, if the shearing force is
sufficiently large.

The relative velocity between the two phases can probably be
described similarly to horizontal slug flow., (Sec p. 301, eqn
(10.59) of Ref. 10):

V C,Tx~i.2d~= 1.2(J;+J;>

In the refrren 2d equaticn, the constant is more precicely
described as

G« Yo < sunar(1-MF)
‘ \T

Azgsuming that C, = constant, then the void fraction is cxpres.eu
as:

(1

(2)

T, T, ' /¢,
Vg C (\T ) [+ Te/T;

“he above equation ~an be re-written as:

!
0

|
—:T_i.. = . — ‘
Jq C. (4)
A very common value for . is 1.2, (see Zuber REF 10)
I+ this case equation \u) ingicales Lhnal the void {froaticn wust
be less than 84% if there are to be reasonable vaiues for Jf/

Otherwise Je/j o 5 1ess than ze=ro, whieh is impos sible 1r z2ro
gravity flow, owever, th's liritation should not oe of ~oncern
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because the slug flow relationship (from whiech Eqn 3 is derived)
is probably not valid at these high void fractions.

But Esn., (Y4) gives lines of constant void fraction in the
log Jg vs. log J, plot used for plotting the data from the
experimencs (see enclosed figure). Also plotted was the

function:
:]2 \ |

= —
\dj

=14 (5)
which is valid for homogeneous flow (i.e., C, = 1 in egn. (4)),

It is interesting to note that the transition line from "annular-
mist" to "dispersed" flow is nothing but a line of constant
void frection.

The entrainment process can be examined in greater detail.
Because of the relative velocity identified in Eqgn.(4),
entrainment would be expected if this relative velocity is
sufficient to cause waves and subsequently entrainment from these
waves,

Steen and Wallis claim that onset of entrainment occurs at

Vs Ag —&)"1> 2.4¢ <107
g \S*

(see eqn. (12.43) from Reference 10)

(6)

It is safe to assume that Vg is the shear velocity causing the

entrainment, thus
VS = V9 B V*: &9

In this equation, Vg 1s the bulk veloecity of the phase flowing in
the center and Vf‘ﬁs the bulk velocity of the phase flowing at

the wall. Thus it makes sense to use Vgy rather than the
g

With: Ve = Je /(‘ ““3 &)

and Egns. (10), (12) and (i13) we get for the oanset of =entrainment

-4
\/g _\/c = \/.S' > (c?—"l(,“l(/)/_{./%;_ (9)

superficial velocity J_, as claimed by 3teen.




Remember that in the present case: jD‘ z—;fs

¢, (T *J;B'% > 2’\'"'0-“—/% (10)
3

These equations yield:

I o O
C/(J}*TSB(‘ ‘C.(JE*JEB‘:'BS) YL <0 e (11)

The surface tension between PPG and water is:

_ - I ) \‘/2
g= OL + a;pg. Q(OL (rpp(, (12)

where it is estimated: O'PPZ‘ >~ 20 d)(ng /cm.

WhereGLdis the dispersi»n force contribution to surface tension
of water in air,

From this it is concluded that:

g = 6 ﬂ/yne/cm

With these values Eqn, (11) can be solved for onset of
entrainment for different constants C,. For C, = 1 the left hand
side of Egn. (11) is zero, and entrainment will never occur,
This is an expected result.

It is very disturbing that according to Eqn.(11) the result
becomes very sensitive to the value of C,. From Eqgn., (11) it is
seen for the present prog;rties:

C (C -1 (N, + 3 -2

l(‘ )(4 SB =/,5'3"/O m/S
C, I+ (¢- 13, (13)
Here the equal sign is for onset of entrainment. Notice also

that the right hand side is much smaller than unity. Thus, the
denominator has to be much larger than the numerator,

It seems that a value of C, = 1,1 tuv 1,2 is reasonable as
suggested by Zuber. [10) Thus eatrainment ocrurs already at I
and J8 values smaller than 0.01 and 0.1 fps, as was observed.

Figure A1 shows Equation (11) plotteu on a log Jp v log J
prot., There are Lwo solutions of Jg for each value of J . Onlé
the larger value of Jy 18 physically reasonable for initigtion of
entrainment becasuse only in this part of the curve does the onset
ot entrainment ocecur at deacreasing liguid flouws as the gas flow
is im:reased. Qualitatively, this branch of the curve desrribes
the transition from slug to dispersed flow quite well,

bu
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APPENDIX B
LABORATORY DATA
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DATA POINT

. ]

10

11

12

13
14

15
16

17
18
19
20

AR AR S p B
..... = B L T T S B e T T e T O R,

LABDATA 1
COMMENTS

Large spherical drops of PPG almost fill
tube; 6-10" apart; sometimes 2-3 drops pair
up.

PPG forms bullet shaped "slugs" 2-4" long,
10-16" apart.

Trregular long PPG "slugs", almost inverse
annular flow.

Inverse annular.
Inverse annular.

Inverse annular; some PPG drops in perimeter
flow of water.

Same as above., More PPG drops in perimeter
flow.

Same as above; many more PPG drops in
perimeter flow.

PPG drops approximately 5 mm diameter.

Large PPG drops 2-3 at a time almost fill
pipe; some small satellite drops.

Bullet shaped slugs of PPG; some small
satellite drops.

Almost inverse annular; slugs are 24" long
and touch each other,

Inverse annular,

Same as above; core has larger diameter.
Some PPG drops in perimeter,

Same; more PPG drops in perimeter,

Same; but perimeter very cloudy due to many
PPG drops. Almost looks emulsified.

PPG drops 1-2 mm diameter,
Same; 2 mm diameter PFG drops.

Same; 2~3 mm diameter PPG drops,

Same; 3~U4-5 mm diameter PPG drops.
-83-




DATA POINT

21

22

23

24

25
26

27

29

30

31

32

33

34

LABDATA 1 (CONT.)
COMMENTS

PPG drops: Smm - 1 cm and not spherical; v
irregular shapes.

Irregular PPG drops lined up in core, Small .
spherical PPG drops in perimeter flow of
water.

Almost inverse annular; PPG slugs touching
each other.

Almost inverse annular. Breaks up
occassionally to inverse churn or inverse
slug flow.

Inverse annular.

PPG drops, 2-3 mm diameter.

PPG drops, 3-4 mm diameter.

PPG drops all sizes 1-10 mm in diameter, most
5 mm diameter.

Messy flow, irregular drops (inverse slug ?
inverse churn?) PPG drops forming up 1in
center.

Almost inverse annular 3-4" long PPG slugs;
chaotic.,

Inverse annular; less chaotic; PPG drops on
perimeter (few), but large 5 mm diameter.

Very smooth continuous core of PPG. Very few
PPG drops in perimeter flow of water.

Inverse annular flow, no perimeter flow of
PPG drops; very "eclean" rippling core, quite R
smooth,

Inverse annular, larger core, Less smooth.
Some perimeter PPG drops.
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DATA POINT
1

10

1

12

13

14

15

16

17
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LABDATA 2
COMMENTS
Thin PPG perimeter film; PPG drops in core
diameter of 0-5 mm; last 12-18" PPG film is
washing off perimeter.
Same as above; PPG drop diameters are 0-3 mm;
last 2 = 2 1/2 ft are washed clean of PPG
film.
Same; more PPG drops, O - 4,5 mm diameter.
Same; up to 6 mm diameter PPG drops.
Same, but "chimney effect™ starts (PPG drops
tend towards center of pipe). Diameter of PPG
drops are all about same, 10mm,

Same, some large irregular shaped PPG drops
prefer core (center of pipe).

Inverse annular flow.

Inverse annular; many PPG drops almost
emulsified outside of PPG core.

Same, fatter core of PPG.

Almost a mist of PPG some PPG drops to 2-3
mm diameter; very thin PPG film on wall,

Same; more drops of PPG some to 4,5
mm diameter.

Same; many small "emulsified" PPG drops; a few
large PPG drops, irregular shape; possibly to
8,10 mm diameter.

Same; up to 5 mm diameter drops of PPG.

Same; more PPG drops; more irregular ones 5-8
mm diameter is the common size.

1-2" slugs of PPG in core forming a "train®
of slugs.

More 1irregular; lots of drops of PPG;
irregular shapes; almost a continuous core,

Tiny PPG drops almost emulsified; wall is
washed of all PPG.




DATA POINT
18

19

20

21

22

23

24

26

27

LABDATA 2 (CONT.)
COMMENTS

Same (many small drops); up to 1-2 mn
diameter PPG drops.

Same ("emulsion"™ of small PPG drops);'some
drops up to 2-3 mm., Some thin PPG film
exists up to 10 feet from entrance.

Thin PPG film for 17-20 feet; most PPG drops
emulsified, a few as large as 4 mm diameter.

Same; mostly emulsifed; some irregular drops
up to 10 mm,

Same, a few more large, irregular drops PPG.
Beginning to show signs c¢f PPG large drops
prefering core.

Fine PPG emulsion, Thin annular PPG film, some "
washing off of film at entrance. ]

Same.
Same,

Same. Some PPG drops are larger. PPG film
remains on wall.

Same. Some PPG drops larger (up to 1-2 mm
diameter).
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DATA POINT
1

10
1
12

13

1
15
16

17

18

2
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LABDATA 3

COMMENTS

Drops of PPG; PPG fi1lm on wall. Some film is
washing off. PPG dropsup to 5,8 mm diameter
a few of irregular shape.

PPG drops; large, many of irregular shape
some 1-2 cm, Some tendency of PPG drops to
flow in core.

"Train" of PPG slugs, 2-4" long, orderly; some
small satellite PPG drops.

Train of PPG slugs 6-12" long each; orderly,
Almost inverse annular flow.

Inverse annular; also large PPG Jdrops (3-4
mm) in perimeter flow of water.

Same,

Same; fatter core, some 5~8 mm diameter PPG
drops in perimeter,.

Same; fatter PPG core "squishes" against PPG
drops in perimeter flow,

Same. Some water bubbles in PPG core.
No PPG film; some large PPG drops up to10 mm.
Same; some PPG film.

Same; a few irregular PPG large drops; PFPG
beginning to show preference for core.

Same; more irregular drops; small tendency of
PPG to flow in core.

PPG shows strong preference to flow in core.
Inverse annular flow first forms,

Inverse annualar; also some 1large PPG drops
elsewhere (in perimeter flow of water).

Emulsified PPG (tiny drops); some PPG film,
very thin,

Same; minimal PPG film,
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LABDATA 3 (CONT.)

B PR P, SR

DATA POINT COMMENTS
19 Same; some PPG drops to 1-2 mm diameter. |
20 : Same; minimal PPG film, .
" 21 Emulsified PPG drops (tiny); some very thin.
- PPG film on wall,
i 22 Thin PPG film. Tiny PPG emulsified drops.
23 Same,
24 Same.,

2

1) CAO

DRSNS

v
1

.
o

v ew v e v v e
L'&’\".‘I.I.,,"_",")' N

LN




I L, Lt

(9Kt ALALRNERE | AL

Tty T T

-

DATA POINT

1

-

o

10
11
12

13

14

15
16

17
18

LABDATA 4
COMMENTS

Small (0-1 mm) PPG drops; PPG film is totally
wasned off wall.

Same; more PPG drops (0-2 mm); some PPG thin

annular film remains.

Same; no PPG film,

Sawse; fine emulsion of PPG drceps.

Small, few PPG drops (C-~i, 2 mm diameter);
Jemi-~cloudy due to large number of small

drops.

Same; more clouvdy, PPG drops 0-2, 3 mm in
diameter.

Very cloudy; cannot see drop size (or PPG
drops are all too small to see).

Same.

Same.

Small PPG drorcs 0-2 mm diameter no PPG film.
PPG drops 0-4 mm diameter; semi-cloudy.
Cloudy; PPG drops 0-3 mm diameter.

Cloudy emulsion of PPG drops; no annular PPG
film ; more drops of PPG than above.

Some PPG film on wall; PPG drops 0~4 mm
diameter.

Same; PPG film; PPG drops are "packed”,.

Same; PPG diameter of 4-5 mm; drops "packed"
no preference for core,

Same,

Irregular PPG shapes; PPG film on wall;
definite preference of PPG to flow in core.

-89~




LABDATA 5
DATA POINT COMMENTS

1 Simultaneous annular and inverse annular flow .
significant PPG film (i.e., thick film of
PPG on perimeter, center core of PPG flow,
with water inbetween). .

2 Simultaneous annular and inverse annular;
significant PPG film; also, PPG irregular
shaped drops in water.

3 Annuiar; but core of H,0 is full of PPG drops
large and small sizes, jammed together.

y Annular; large PPG drops; in places PPG film
is quite thick; washed off in other places.

' 5 Annular; thick perimeter PPG film re-
) establishing itself; a few small and large
PPG drops in core.

6 Simultaneous annular/ inverse annular.

L
-3

Almost same; PPG core is segmented,

8 No PPG core preference; packed PPG drops
of irregular shape.

' 9 Annular (water core) large PPG drops, not very
- packed, Mostly regular spherical shape.
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DATA POINT

1

10

1
12
13
14

LABDATA 6
COMMENTS

Continuous slow "core" of PPG moves in bottom
of pipe.

Same; some large drops PPG in water,

Same; some small PPG drops; an occassional
break in PPG core.

Messy flow; PPG core broken; slugs/"plugs" 2"
- 8" long of PPG (churn flow?).

Same; very irregular PPG drops; still
tendency for PPG to be in core,

Large PPG drops (1 cm), some irregular shape;
water at entrance tends to flow in core
(annular flow).

Same; water at entrance tends to flow in
core,

Water bubbles in core; water bubobles are full
of PPG drops; annular (water core) for first
5 feet,

PPG drops 5-10 mm diameter.

Same; some 20 mm diameter {rregular PPG
drops; packed.

PPG slugs 2-3" long.
Same, 4-6" long irregular shapes,

PPG slugs packed together.

Large PPG drops 1-2" diameter irregular shape
in core,




B:LABDATAL

Jf =
Jg =

Jf =
Jg =

J4
Jg

[ ]

J4
Jg

0o

Jf
Jg

**  UNITS ARE

.04,

.41

Re f
Re ¢
Jd =

.08
.41

Re ¥
Re g
Jd =

.25
.41

an’n
mo
n +h

ft/sec

[ ]

& lbf/sq ft

1.149591
3673.835
« 45

2.339181
3673.835
.49

4.97076
3673.83S
.58

7.309942
34672.835
b6

13.74269
3673.835
.88
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Flow Reg:

.

*alpha’ =
Dyn. Press =

() =
(g) =

Flow Reg:

*alpha’ =

Dyn. Press =

(§) =
(g) =

Flow Reg:

*alpha’ =

Dyn. Press =

(f) =
(g) =

Flow Reg:

*alpha’ =

Dyn. Press
)

(g)

o

Flow Reg:

falpha’ =
Dyn. Fress
(fY =

gt

LF111111
. 196425

. 001552
« 163057

1S

.8367344
. 232897

006208
« 1630357

IC

. 7068966
. 326308

. 028033
. 163057

IA

62121218
422532

. 060625
. 163057

IA

LA657091

. 731168
2142773

. 16T057




Jf =

Ji
Jq

J4

I

Jf =
Jg =

Jif =
Jg =

.61
.41
Re ¢
Fe g

[}

.74
.41

Re ¢ =
Re 3 =
J =

-
CERrSY

Re
Re g =
Jd =

L]

Y

e
1]
a +
L]

17
.94

fe § =~
Re g =
J =

17.83626
2672.875
1.02

21.63742
3672.83S
1.1S

32.163274
T6T2.83S8

1.51

1.169591
8422.939
.98

2.72918!
8422.929
1.02

4.9707¢6
8422.929
1.11

93

Flow Reg:

’alpha™ =

Dvn. Press
(§) =

{(g) =

Flow Reg:
’

Talpha’ =

L . Press =
(f)

(@)

i

Flow Rey:

‘alpha' =

Dyn. Fress
(§) =

(g)y =
Flow Reg:
‘alpha’ =

Dyn. Fress =
(§) =
(@) =

Flow Reg:

‘alpha’® =
Dyn. Press =

(§) =
(@) =

Flow Reg:

‘alpha’ =

Dyn. Fress =
(Y = .
(@) =

IA

.4019608
1.00918¢€

. 360927
- 163057

. 2565218
1.282825

.SZ11721
L 167057

1a

.2718272
.211677

1.1727
. 162057

.9591876
.9715881

.001552

.887092

C

.92156846

1.009188
- 006208
.837092

.B44B4LE

1.19517%7
.028077T
LBS7092




25 Flow Reg: 5]

If =
Jg = .94
CRe £ = . 7.309942 *alpha’ = 789916
Re g = 8422.939
J = 1.1%9 Dyn. Press = 1.373617
(f) = . 060625
(@) = . B57092
Jf = .47 Fiow Reg: 1A
Jg = .94 .
Re ¢ = 13.742469 *alpha’ = 656666467
Re g = 8422.939
J = 1.41 Dyn. Press = 1.928457
(f) = 214273
(g) = .B57092
Jf = .61 Flow Reg: IA
Jg = .94
Re f = 17.83626 *alpha’ = 6064516
Re g = 8422.939
J = 1.85 Dyn. Press = 2.330425
) = 360927
(g) = .B57092
Jf = .74 Flow Reg: IA
Jg = .94
Re § = 21.63743 ralpha’ = .S595238
Re g = 8422.939
Jd = 1.48 Dyn. Press = 2.737728
(£) = L5311721
(g) = 857092
Jf = 1.1 Flow Reg: IA
Jg = .94
Re £ = J2.16374 ’alpha’ = . 456078472
Re g = 8422.939
Jd = 2.04 Dyn. Fress = 4,036752
(£) = 1.1737
(g) = . 857092
Jf = .04 Flow Reg: D
Jg = 2.49
Re £ = 1.169591 Talpha’ = .F841898
Re g = 22311.8T
J = 2.5% Dyn. Freses = 4. 2088773
t§) = ) 001552
(g} = L. 014007

94




J+
JQ

Jf
Jg

Jf
J9

Jf

Jg,

Jf
Jdg

J4
Ja

nou

.08
2.49

Re + =
Re g =
Jd =

(3 ]
L]
b
0

“DD
L]
g
[

2.49

s

]

a
nou

.61
2.4%9

Re ¥
Re g
J =

2.337181
22311.83
2.597

4.97076
22311.832
2.68

7.309942
22311.83

2.74

10.81871
22311.83
2.86

13.74269
22311.82
2.96

17.83626
22311.83
3.1

95

Flow Reg:

ralpha® =

Dyn. Press

(£) =
(g) =

Flow Reg:

ralpha’ =

Dyn. Press

£)
(g)

Flow Reg:

*alpha’ =

Dyn. Press

(f) =
(g) =

Flow Reg:

*alpha’® =

Dyn. Press

(f) =
(g) =

Flow Reg:

*alpha’ =

Dvn. Press

)

(g}

Flow Reg:

*alpha® =

Dyn. Fress
(f) =

(g) =

"

. 9688716
6. 406753

. 0046208
6,014097

6.86333F
. 028033
&£.014097

. 9087591
7.282372

. 060625
6.014097

IS

. B70629F
7.9T48213

. 132793

6£.0140%97

Ic

8412162
8.498752

L214273
6.014097

I8

. BOZ22S8

?.3217
. SH0OFT
6.014057




J¥
J9

Jf
J9

Jf
Jg

Jf
Jg

J¥
Jg

34
Jg

[

([

u74 :
2.4%

"Re § = 21.63743
Re @ = 22311.82
J = 3.23

1.1

2.49
Re f = 32.16374
Re g = 22311.83
J = 3.59

.04

1.64
Re f = 1.169591
Re g = 14695.734
J = 1.48

.08

1.64
Re f = 2.339181
Re g = 14695.34
J = 1.72

.17

1.64
Re f = 4.97076
Re g = 14695.34
Jd = 1.81

.23

1.464

Re ¥ = 7.309942
Re g = 14695.324
J = 1.89

96

Flow Reg:

*alpha’ =
Dyn. Fress =

(f) =
(g) =

Flow Reg:

’
‘alpha’ =
Dyn. Press =

(f) =
(g) =

Flow Reg:

'alpha' =

Dyn. Press =
(§) =
(g) =

Flow Reg:

"alpha’ =

Dyn. Fress
()

(g)

I n

Flow Reg:

*alpha™ =

Dyn. Fress =
(£)

(g)

Flow Reg:

Talpha® =

Dyn. Fress =

)
(g)

non

‘I1C

.7708978
10.11991

.5311721
6.014097

IA

. 6PTEIIT
12.50146

1.1737
6.014097

9761903
2.737728

« 001552
2.608912

. 2534884
2.B69648

. 006208
2.608%912

CF060774
3.177817

. 028033
2.608912

IC

.B67724°%

3.464897%7
0606235
2.608%12



J+
J9

J¢
Jg

J¥
Jg

Jf
Jg

J4
Jg

J¢
Jg

nou

Ny

.37
1.64

Re ¥ =
Re @ =
Jd =

I47
1.64

Re ¥ =
Re g =
Jd =

.61
1.64

Re § =
Re g =
Jd =

.81
1.464

n
m

-“
I

s

1]

-+
nn

10.81871

14695, 34
2.0%

13.74269
14693. 34

2.11

17.83626
144695. 24

2.25

23.468B421%
14695. 34

2.45

32.16374
14695, 34
2.74

877.1529
268B17.2
&0

Flow Reg: 1C

*alpha’ = .B159205
Dyn. Fress = 3.918897
() = .132793
(g) = 2.608912
Flow Reg: IA
[ 4 N

'alpha’ = 7772513
Dyn. Press = 4,318537
(f) = « 214272
(g) = 2.608912
Flow Reg: IA
alpha® = . 7288887
Dyn. Press = 4.910625
(f) = « 360937
(g) = 2.608%12
Flow Reg: IA
*alpha’ = . 6693878
Dyn. Fress = 5.822426
() = 636417
(g) = 2.608912

Flow Reg: IA
*alpha® = . 5985401
Dyn. Press = 7.282372
(f) = 1.1737
(g} = 2.608912
Flow Reg: A

"alpha’ = .S

Dyn. Fress = 3492

£) . 873

-
Fss

nou

(g’

'




24
Jg

J¥
Jg

Jf
Jg

Jf
Jg

Jf
Jdg

Jf
Jdg

17.54

Re =
Re g =
J =

10.25

30

1]

&nD
n
a h

5.99

0

“ny
n
a -+

w

“wnD
1]
0 -

P

m

5]
non

512.845%
268817.2
47.54

299.7074
268817.2
40.25

175.1462
268817.2
35.99

102.3392
268817.2

33.5

57?.94152
268817.2
32.05

35.08772
268817.2

31.2

98

Flow Reg: c

ralpha' = .6310476
Dyn. Press = 2192.25
(f) = 298.4221
(g) = 873

Flow Reg: =]

*alpha’ = 74573414
Dyn. Press = 1571.461
() = 101.9106
(g) = 8732

Flow Reg: B

alpha’ = .B33565
Dyn. Press = 1256.422
(£) = JI4.823F7
(g} = 873

Flow Reg: D

*alpha® = . 8955224
Dyn. Press = 1088.583
f) = 11.882%8
(g) = 873

Flow Reg: IS5
*alpha’ = . PTHOTTS

Dyn. Fress = FRhL. 3864

(£) = 4.076425
(g) = 873

Flow Reg: IC
Talpha’ = .R4615284
Dyn. Press = P44, 27469
(f) = 1.3968
(g) = 877




- .

R R AL ECIC TR

Jf = 7

Jg = 30
Re £ = 20.46784
Re @ = 268817.2
NI 30.7

—t e —————= 2k e

99

Flow Reg: 1A
'alpha’ = .9771987
Dyn. Frass = 914.2154
() = » 4733
(g) = B73 "'\

s

S A ¢ b o b ¢ Mg o S ad + a0 L



BILABDATAC

UNITS ARE
Jf = - .04
Jg = .41
Re ¢

Re g

J =

Jf = .08
Jg = .41
Re +

Re g

Jd =
Jf = .17
Jdg = .41
Re +

Re g

J =
Jf = .25
Jg = .41
Re 1

Re g

Jd =
Jf = .7
Jg = .41
Re

Re g

Jd =

ft/sec

nn

& lbf/sq ¢t

1.169591
3673.835
«45

2.339181
3673.835
.49

4.97076
3672.83S

.58

7.309%942
3673.835

.66

10.81871
3673.8IS
.78

100

Flow Reg: A

*alpha’ = 9111111
Dyn. Press = . 196425

(f) = . 001552

(g) = . 163057

Flow Reg: D

falpha' = 8367344
Dyn. Press = . 232897

(f) = . 004208

(g) = « 163057

Flow Reg: D

alpha® = . 70468986
Dyn. Press = . 326308

(f) = . 028033

(g) = . 163057

Flow Reg: D

falpha® = JE212121
Dvyn. Fress = L 422532

f) = . 060625

(g) = . 1463057

Flow Reg: D

falpha’ = . 523641

Dyn. Fress = .570148

(f) = 132793

(g) = 163057

TV - e m e ™




J#
J9

Jf
Jg

J¥
Jg

J4
Jdg

J+¢
Jdg

1¢

[ e B4

<41

Re f
Re g
d =

61
.41

Re €
Re g
Jd =

.74
.41

Re

Re g
Jd =

.04
.94

.17

Re ¢
Re g
J =

ndrd

nn

13.74269
3673.83%
.88

17.83624
3673.835
1.02

21.563743
3673.835
1.135

32.16374
3673.335
1.51

1.169591
8422.939
.98

4.97076
8422.939
1.11

101

1 s ey

'alpha' =
Dyn. Press =

(f) =
(g) =

Flow Reg:

'alpha’ =
Dy¢n. Press =

() =
(g) =

Flow Reg:

*alpha™ =

Dyn. Press =
(f) =

(g) =
Flow Reg:
'alpha® =

Dyn. Fress =
() =
(g} =

Flow Reg:

ralpha’ =

]

Dyn. Press
(f) =
(g) =

Flow Reg:

*alpha’ =
Dyn. Fress =

() =
(g) =

YA Roaae

. 4659091
. 751168

214273
« 163057

IA -

. 4019608
1.009188

. 3609T7
. 163057

IA

. 3565218
1.282825

5311721
. 163057

IA

27185232

2.211697
1.1737
. 163057

. P591836

.5315881
.001352
.BS7092

.B46B4LB

1.!1951%7
LO2BOTT
. 857092



L N

Jg

J4
J9

J¢
Jg

J¢
Jg

Jf
Jg

Jf
dg

mon

LI )

.94

‘vRe § =

Re @ =
N

<47
2?4

Re § =

g =

.61
.94

Re £ =

Jd =

.94

n

L]

[ie]
nH

.04
1.64

Re ¥
Re g

110.81871
8422.939
S 5

13.74249

" B42Z.939

. 1.41

17.836246
- B422.93I9
1.55

21.63743
8422, 929
1.468

I2.16374
B422.939
2.04

1.1469591
144695. 24
1.68

102

(L LR RN

‘alpha’ =

Dyn. Press =

(f) =
(g) =

. Flow Reg:

*alpha® =

Dyn. Press =
(£)
(g)

Flow Reg:!

‘alpha’ =
Dyn. Press =

(f) =
(g) =

Flow Reg:

*alpha’ =
Dyn. Press =

() =
(g) =

Flow Reg:

Talpha® =

Dyn. Press =
£
(g}

[

Flow Reg:

’alpha' =

Dyn. Fress =
()

(g)

7173573
1.664617

- -
132793

.BE7092

. 6666667
1.9284%57

. 2142732

.BS7092

«6064516
2.3304825

« 360937
. 857092

IS

. 5595238
2.737728

35211721
.BS7092

IC

. 4607847

4.036732
1.1737
.837092

7619073

2737728
-D01S52

2.608912



AL}

Jg =

Jf
Jg

Jf
Jg

J4
Jg

Jf
Jg

J
Jg

15

o

1.64

Re ¢ =
Re g =
J =

P

0

O
nn

1.64

a
M
-+
]

P
]
“+
nu

.04
2.49

Re £ =

Re g =
J =

17 .

2.339181
14695. 34
1.72

7.309942
14695.34
1.89

13.7426%
14695.34
.11

21.63743
14495. 34
2.38

I2.186374
144695, 34
2.74

1.1469591
22311.83

2.52
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LW ey

ralpha” =
Dyn. Press

() =
(g) =

Flow Reg:

*alpha’ =
Dyn. Press

(f) =
(g) =

Flow Reg:

*alpha® =
Dyn. Press

(f) =
(g) =

Flow Reg:

*alpha’ =

Dyn. Fress
)
(g)

Flow Reg:

*alpha’ =

Dyn. Press
£
(g}

Flow Reg:

*alpha' =
Dyn. Press

(f) =
(g) =

Vi Beaveas

]

[}

. 9534884

2.849648
» 006208
2.608912

. 8677249

3.464927
. D606Z2T
2.608912

. 7772813

4,318537
. 214273
2.608712

. 6820736

S. 494469
L5311721
2.608912

. 5985401

. 2B2372
1.1737
2.608%12

. 9841898

6.208873
001852
6.014097



J+
Jg

J¢
Jg

Re § =
Re g =
Jd =

anyD
L]
n

.61
2.49

Re ¥
Re g
J =

nu

|3
Do
0

= Jp o)
no
0 h
nu

4,97074
22311.83

2.6

10.81871
2311.83

2.8

17.83626
22311.83

3.1

3I2.16374
22311.83

3.5

104

6

)

9

1 oawdvy g %

*alpha’ = P FTHOF0Z
Dyn. Press = &.B6T3T3
(f) = . 028033
(g) = 6.014097
Flow Reg: D

*alpha’ = . 8706293
Dyn. Press =  7.934213
(£) = . 132793
(g) = 6.014097

1

Flow Reg: D

*alpha’ = .B032258
Dyn. Fress = ?.3217
(f) = - 360937
(g) = 6.014097
Flow Req: D

falpha' = L HFTEQTT
Dyn. Fress = 12.350146
(£) = 1.1737
(g) = &6£.014097




B:LABDATASZ

UNITS ARE

Jf = .04
Jg = .41
Re ¢

Re g

J =
Jf = .08
Jg = <41
Re ¢

Re g

Jd =
Jf = .17
Jg = .41
Re
Re g

J =
Jf = .25
Jg = .41
‘ Re f
Re @

d =

Jf = .z
Jg = .41
Re +
Re g

g

ft/sec % lbf/sq ft

= 1.169591

= I673.835
45

= 2.339181

= 2673.835
.49

= 4,97076

= 367T.875
.58

= 7.309942

= 367T.835
. bb

- 10.8:1871

= I673T.835
.78

F}ow Reg: D

alpha’ = 111111
Dyn. Fress = . 196425
(f) = . 001552
(g) = . 163057
Flow Reg: D

*alpha’ = .BI67346
Dyn. Press = . 232897
f) = . 006208
(g) = . 163057
Flow Reg: IS
'alpha’ = . 7068966
Dyn. Press = . 326308
(f) = LO2B0IT
(g) = . 163057
Flow Reg: IC
*alpha’ = L6212121
Dyn. Fress = 422532
(£) = . QH04625
(g) = . 163057
Flow Reg: IA
*alpha’™ = 525641
Dyn. Freass = 520146
(f) = T2TRT
¢ -\ — LI A0 ok d



J+
Jg =

Jf =

Jf
Jg

Jf
Jg

n i

Jf
Jg

.47
.41

Re +
Re g
Jd =

.74
.41

Re
Re g

o
n

.08
.94

Re f
Re g

.17
.94

Re
Re g

Z.74269
3672.8B3IS
.88

17.83626
I673.835
1.02

= 21.63743
= 3673.8B35

1.15

32.16374

I673.8BTS

33
1.51

o

1.169591
B8422.939
.78

non

4.%97076
B422.929
1.11

106

g/ - . Lt s

Flow Reg: 1A
*alpha’® = . 4659071
Dyn. Press = .751168
(£) = - 214273
(g) = . 163057
F}ow Reg: 1A
*alpha’ = . 40124608
Dyn. Press = 1.009188
(f) = . 360937
(g} = . 163057
Flow Reg: IA
*alpha’ = . 359695218
Dyn. Press = 1.2828B2%
(£) = .9311721
(g) = . 163057
Flow Reg: IA
*alpha’ = 2718232
Dyn. Press = 2.211697
(f) = 1.1737
(g) = . 163057
Flow Reg: D

Talpha' = . 2391836
Dyn. Fress = .93138861
(F) = . 001552
(g) = . 857092
Flow Reg: D

Talpha® = .B4468468
Dyn. Press = 1.192177
(f) = LQ2B0TT
() = neR2agn




Jg =

Jf
Jg

Jdg =

Jf
Jg

|
O -
[

.37
.94

Re
Re g
J =

-3
.94

Re
Re g
J =

.74
.94

Re
Re g =
J =

.B7
.94

Re ¥
Re g

Pl

n

a
nn

.04
1.64

Re f =
Re g =
Jd =

10.81871
B8422.939
1.31

17.83626
8422.939

1.35

21.63743
8422.939
1.68

25.43286
B422.93%9
1.81

32.16374
B8422.939
2.04

1.169591
144693, 34
1.68
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Flow Reg:

*alpha’® =
Dyn. Fress =

(f) =
(g) =

Flow Reg:

*alpha’ =

Dyn. Fress =
()

nu

(g)
Flow Reg:
‘alpha’ =

Dyn. Press =
()

(g)

Flow Reg:

'alpha® =

Dyn. Fress =
(£)
{g)

Flow Reg:

*alpha® =

Dyn. Press =
f)

(g}

Flow Reqg:

‘alpha’ =

Dyn. Press =
(§) =

=y -

Nt i e A

. 7175573

1.664617
132793
. 857092

6064516
2.370425

- 360937
.BS7092

. 58595238
2.737728

.5311721
. B37092

IA

.5193371

3.177817
734173
. BS7092

IA

460784

4.036752
1.1737
.B37092

97461705

ol dctndrde)
-~ PR o}

L DO1552
S IADOY S




Jf
Jg

Jf
Jg

Jf
dg

J4
Jg

Jf
Jg

J+$
Jg

nou

1.64

Re f
Re g

mu

[
[

.61
1.64

oo
a +
non

&>

n
n
-~
Hon

.04
2.49

Re ¥
Re g

[
n

4.97076
14695.374
1.81

10.81871
145695.34
2.01

17.83626
14695.34
2.25

32.16374
14695.24
2.74

10.81871
22311.87

2.86

108

AN K — ) s Lo

Flow Reg: D

*alpha® = LGOL07T74
Dyn. Press = 3.177817
(f) = . 028032
(g) = 2.608912
F}ow Reg: . D

*alpha” = .B159203
Dyn. Press = 3.918897
(f) = . 172793
(g) = 2.4608%912
Flow Reg: D

*alpha’ = .728888%
Dyn. Press = 4,9210625
(f) = . 26027
(g) = 2.608912
Flow Reg: D

*alpha’ = .5985401

7.2B2372

1.1737

Dyn. Fress =
(+)

(g? 2.608912
Flow Reg: D

ralpha’™ = . 9841858
Dyn. Fress = 6.208873
(f) = .001552
(g) = 6.014097
Finw Reg: D

alpha™ = LB706297

Dyn. Fress = 7.974212
(£ L12279T

(Y = A T ANQT




Tl2.146774

~anr g
-

3.59

109

1.8

Flow Reg: D

ralpha’ = L 69TI9TT
Dyn. Fress = 12.5014¢6
(f) = 1.1737

(Q) = 6.014097



E: LAFDATASG

UNITS ARE ft/sec & lbf/sq ft

Jé¢ = .C4

Jg = ' 1.64
Re ¢ = 1.169391
Re g = 14695, 34
J = 1.6k

Jf = .17

Jg = 1.4
Re + = 4,97076
Re g = 14693.34
J = 1.81

Jé = .27

Jg = 1.64
Fe § = 10.681871
Re ¢ = 1469%. 34
J = 2.01

J¢ = .84

Jg = 1.64
Re § = 24.35614
Re g = 14695.34
J = 2.48

Jf = .04

Jg = 2.49
Re § = 1. 169591
Re 9 = 22311.83
J = 2.27

110

Flow Reg: D

*plpha’ = . 9761505
Dyn. Fress = 2.73772€E
(§) = .001552

Q) = 2.608912
Flow Reg: D

‘alpha’ = . 9060774
Dyn. Fress = 3.177817
(f) = . 02807

(g) = 2.608912
Flow Reg: D

ralpha’® = .B1S9705

Dyn. Fress = x.918897

(§) = . 1322793
(@) = 2.608912
Flow Reg: o)

‘alpna’ = 661 2F0T
Dyn. Fress = 5.965889
(§f) = . 684472
(g) = 2.608912
Flow Reg: D

‘alpha’ = .984185¢€
Dyn. Fress = 6. 20887
(§) = .001552
(g) = 6.014097




Jf =
Jg =

Jf =

J9

J+
Jg =

Jf =
Jg =

il
2.49

Re ¢ =
Fe g =
J =

.17
2. 49

Re 1 =
Re 9 =
J =

Z.49
FRe §
Re g

nn

.79
z.49

Fe
Re g
J =

.04
.94

Re ¢
Re g =

.17
.94

FRe { =
Re g =

2. 739181
22711.83

2.57

4.97076
22711.82

<. 66

10.81871
22711.8%

2.86

27.09942
22711.82
.28

1.167591
8422.979
.98

4.97076
8422.9729
1.11

111

Flow Reg:

‘alpha® =

Dyn. Fress
(f) =

(g) =
Flow Reg:
‘alpha’ =

Dyn. Fress =
(§) =
(g) =

Flow Reg:

*alpha® =

Dyn. Fress =
(£) =

(g) =
Flow Reg:
ralpha’ =

Dyn. Press
(f) =

g) =
Flow Reg:
*alphs” =

Dyn. Fress
(§7 =

(@) =
Flow Reg:
*alpha’ =

Dyn. Fress =
(§) =
(g) =

. 948871

&6.80L7ST
L OOEZ0E
&6.014097

. 9240902

&.863277
. 028077
6.014097

.B706297

7.924217
L12279T
6.014097

. 75914867

10, 47565
L0577
&.C14097

.95518L6

.9T198BEI
0013550

. 857092

. 8448468

1.19S177
028077
.857072




P

Ct “a

Jg

J¥
Jg

4
Jyg

Jf
Jg

[{ )

Won

-

P

Re €
Re g

.81
.94

Re f
Re g

.17
.41

Re f
Fe g

w7

.41

Re ¢
Re g

10.81871
841,979
1.31

[T

JT.68421
8422.979

1.75

non

1.1£93591
I672.875

.45

4.970746
I673.878

.58

won

10.81871
2672.675

.78

= 17.82626
= 2672.875

1.02

Flow Reg:

Talpha™ =

Dyr-. Fress =
§)

‘q:
Flow FReg:
'?lpha' -

Dyn. Fress =
(f) =

{g) =
Flow Reg:
*alpha’® =

Dyn. Fress =
(f) =

(g) =
Flo~ Reg:
*alpha® =

Dyn. Fress =
of)

(g) =
Flow Reg:
talpha’ =

Dyn. Fress
(1) =

(g) =
Flow Reg:
falpha® =

.. Fress =
({) =
(g) =

1.664L17

.120787

.835709C

.5271429

2.970625
L676417
. 857092

2111111

. 196425
L.001352
. 167057

. 706896

. T26T08
LOZ2BOTT

162057

.S52%641

.590148
L122792

. 167057

LA01R600

1.00°168
LSHNeT7
. 1467057

a




Jy

.73
.4

: 21.67747
Re g - 3672.825
J - 1.15%

n

L]

-~
it

Flow Reg: 1C

“alpha”™ = . 2E63218
Dvn. Fress = 1.28087%
(f) = LST11721
g = . 162057
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B LABRDATAHS

UNITS ARE
Jf = 1.1
Jg = 17
Re 4
Re g

J =
Jf = .é8B
Jg = .17
Re +
Re g

J =
2f = .22
Jg - 12
Re §
Re g

J =
Jf = 17
Jg = o
Re 4
Re g

J =
Jé = .04
Jg = 9 G

Ke
Fe ¢

J =

ft/sec

v

lbfssq ft

IZ2.16774
1164.875

1.25

19.88204
1164.8735
.8:

10,8187
1164.87S
3

. -

4.97076
1164.87S

-
.

1.14695918
1104.873

.17

114

Flow Reqg:

Talpha® =
Dyn. Fress
(£} =
(g) =

Flow Feg:

“alpha’ =

Dyn. Fress
(£)

(g)

o

Flow Reg:

‘alpha’ =

Dyn. Fress
(f)

g!

W on

Flow Reg:

'alpha' =

Dyn. fFress
)
(g?

[Tl

Flcw Reg:

“alpha' =

Lvn. Fress
() =
(g

iA

L10Se?11

1.857317
1.1777

L01676T

IAa

. 1604578

.6T6417
.448%C
LO16TET

C
. 2¢
I <nlas
1227
O1ETeT
D

. 7647055

L2877
LOO1SED

Le1eTET




AR 1.1

J: =
Re §
re @
J =

Jf = .61

Jg = .27
Re ¢
Fe @
J =

It = .37

Jdg = .27
e §
Re g
J =

Jf = .17

Jg = .27
Re ¢
Re @
J T

o

22.16274
2419. 755

1.27

17.82626
2419.2SS

.88

10.81871
2419.185

.64

4.97076
2419.7S%S

.44
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Filow bheg: 15

Talphat o= L197080%

1.82¢27T
1.17°7

7 0TITOLE=0D

Dyn. Frecs =

o

(g

Flow Reg: IC

‘alpha’ = . 3068182
Dyn. Fress = .751168

(f{) = . T60977

(g) = 7.071T01E-C2
Flow Reg: b

LA21B7351

‘alpha’™ =

Dyn. Press = .297712

() = 172797

(g) = 7.071201E-02
Flow Reg: A

‘alpha’ = L6176TES
Dyn. Press = . 187792

(£) = .02807C

Q) = 7.071701E-92




E:LABDATA v

UNITS ARE ft/sec & lbf.=q ft

Ji = .08 Flow Reg: 1A
Jg = .17
'
Re § = 1.16%59: ‘alpha® = L 7L8470SS
- Re g = 11£4.87S
v = .17 D,n. Fres= = R R
(f) = [KIND Rt
(gi = LOLETST
2f = .08 Flow Reg: 1A
" Jg = 1T
' Re § = 2.229181 "alpha' = .6190476
Fe ¢ = 1164.875
J = . <1 Dyn. Press = 04777
(¢) = . 006208
. (g) = L0169
»
! R .17 Flow Reqg: 1A
Jdg = .
Re ¢ = 4,97076 ‘alpha’™ = L4737
Re g = 1164.875
J = .z Dyn. Fress = .87z
($) = LQO2EDTT
I (9) = L0633
- Jf = .23 Flow Reg: 1C
R Jg = P e
; Re § = 7.709942 "alpha’ = LTazioeT
. Fe g = 1164,87S
. J = .38 Dyn. Fress = . 180068
’ (§) = Q6062
R (g) = .0163I92
. - 3
) Ji = .37 Flow Reg: IC
h Jg = .13
. Re f = 10.61871 *alpha’ = AT ‘
- Fe g = 1164.875
- J = -1 Cvn. fress = LIRS
N 4) = L1705
i (g) = L0167
N
.
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Y M v m e v

i Jé = .a7 Flow Reg: D
‘ Jg = .13
. Re + = 17.74269 *alpha’ = L D166667
g Re g = 1164.87%
K v J = .6 Dyn. Fress = .49z
Y (¥) = 214272
., (g) = . 016392
-
Jv = .61 Flow Reg: D
. Jg = .13
Re ¢ = 17.83626 *alpha’ = . 1756757
N Re g = 1164.87%
I . J = .74 Dyn. Press = .S5211721
! (f) = . 260927
- Q) = .016293
K Jf = .99 Flow Reg: B
# Jg = 17
! Re f = 28.54737 *alpha’ = .1160714
. Re g = 1154.875
.. J = 1.12 Dyn., Press = 1.216768
. (f) = L 9S06971
L . (g) u L016393
r
a
5 Jt = .04 Flow Reg: D
- Jg = .27 '
‘. Fe § = 1.169591 ‘alpha’ = .0709678
g Fe g = 2419. 5%
i J = M| Dyn. Press = LI2ITOLE-OD
i () = 001852
Q) = 7.071301E- 02
o
I
3 Jf = .08 Flow Reg: D
Jg = .27
Re § = 2.379181% 'alpha’ = .771428S
Re g = 2419.35%
J = 35 Dyn. Press = . 118825
(§) = . 006208
(@) = 7.071301E-0C
J¥ = .17 Flow Reg: 18
Jg = .27
fe f = 4.97076 ralpha’ = Lb1T6TOS
Fe ¢ = 2419.73SS
y J = .44 Dyn. Fress = .187792
) ($) = . L0ogoTT
(g) = 7. CTLTOIE-OT
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Jé = .25 Flow Reg: 1C

e .27
Re § = 7.309942 ‘alpha’ = .S192208
Re ¢ = 2419.335
J = .52 Dyn. Fress = . 262288
(§) = . 060625 -
(g) = 7.071301E-02
) »
Jf = .37 Flow Reg: 1S5
Jg = .27 .
Fe ¢ = 10.81871 ‘alpha’ = .42187¢%)
Re g = 2419.35%
J = .64 Pyn. Press = 397312
($4) = . 122792
(g) = 7.071301€-02
Jf = .47 Flow Reg: D
Jg = .27
Re § = 13.74269 *alpha’® = . 3648649
Rc g = 2419.35%
J = .74 Dyn. Precs = .S311721
(§) = .214272
(@) = 7.071301E~02
n ) J
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